Abstract: Typically, anodic oxidation of metals results in the formation of hexagonally arranged nanoporous or nanotubular oxide, with a specific oxidation state of the transition metal. Recently, the majority of transition metals have been anodized; however, the formation of copper oxides by electrochemical oxidation is yet unexplored and offers numerous, unique properties and applications. Nanowires formed by copper electrochemical oxidation are crystalline and composed of cuprous (CuO) or cupric oxide (Cu 2 O), bringing varied physical and chemical properties to the nanostructured morphology and different band gaps: 1.44 and 2.22 eV, respectively. According to its Pourbaix (potential-pH) diagram, the passivity of copper occurs at ambient and alkaline pH. In order to grow oxide nanostructures on copper, alkaline electrolytes like NaOH and KOH are used. To date, no systemic study has yet been reported on the influence of the operating conditions, such as the type of electrolyte, its temperature, and applied potential, on the morphology of the grown nanostructures. However, the numerous reports gathered in this paper will provide a certain view on the matter. After passivation, the formed nanostructures can be also post-treated. Post-treatments employ calcinations or chemical reactions, including the chemical reduction of the grown oxides. Nanostructures made of CuO or Cu 2 O have a broad range of potential applications. On one hand, with the use of surface morphology, the wetting contact angle is tuned. On the other hand, the chemical composition (pure Cu 2 O) and high surface area make such materials attractive for renewable energy harvesting, including water splitting. While compared to other fabrication techniques, self-organized anodization is a facile, easy to scale-up, time-efficient approach, providing high-aspect ratio one-dimensional (1D) nanostructures. Despite these advantages, there are still numerous challenges that have to be faced, including the strict control of the chemical composition and morphology of the grown nanostructures, their uniformity, and understanding the mechanism of their growth.
Introduction
Nanostructured anodic oxides have attracted the attention of researchers due to their ease of fabrication and tailored ordered morphology on the nanometric scale. What is more, the resulting chemical and physical properties lead to numerous potential applications [1] . The most frequently studied anodic oxides are hexagonally arranged anodic aluminum oxide (AAO) [1] and nanoporous or nanotubular anodic titanium oxide (ATO) [2] . Intensive research on those two nanostructured materials conditions. Moreover, recent advances in Al and Ti anodization, as well as recent high-tech applications, may provide some inspiration for electrochemical copper oxidation.
Passivation of Copper
Pourbaix diagrams (potential vs. pH diagram) provide key information for understanding the electrochemical oxidation of metals. According to the Pourbaix diagram for copper, it is apparent that the most suitable electrolytes for copper anodization are the alkaline ones (solutions of bases like NaOH, KOH, but also salts with alkaline hydrolysis like carbonates and bicarbonates of potassium and sodium, not researched yet as potential copper anodizing electrolytes) ( Figure 1 ) [38] . It is also noticeable that electrochemical oxidation may lead to the formation of oxides like Cu 2 O (lower potentials) and CuO (greater potentials), as well as cupric hydroxide Cu(OH) 2 and water-soluble coordination anions with hydroxyl ligands, namely Cu(OH) 3 − and Cu(OH) 4 2− . For anodizing, the minimal solubility of Cu 2 O in water is at a pH range from 7.5 to 8.0 [38] . It is also worth noting that the as-obtained anodic oxides formed on copper are crystalline, while other anodic oxides, like titania or alumina, are amorphous. The formation of crystalline phases in anodic alumina or titania requires annealing after the anodization. optimization of the operating conditions. Moreover, recent advances in Al and Ti anodization, as well as recent high-tech applications, may provide some inspiration for electrochemical copper oxidation.
Pourbaix diagrams (potential vs. pH diagram) provide key information for understanding the electrochemical oxidation of metals. According to the Pourbaix diagram for copper, it is apparent that the most suitable electrolytes for copper anodization are the alkaline ones (solutions of bases like NaOH, KOH, but also salts with alkaline hydrolysis like carbonates and bicarbonates of potassium and sodium, not researched yet as potential copper anodizing electrolytes) ( Figure 1 ) [38] . It is also noticeable that electrochemical oxidation may lead to the formation of oxides like Cu2O (lower potentials) and CuO (greater potentials), as well as cupric hydroxide Cu(OH)2 and water-soluble coordination anions with hydroxyl ligands, namely Cu(OH)3 − and Cu(OH)4 2− . For anodizing, the minimal solubility of Cu2O in water is at a pH range from 7.5 to 8.0 [38] . It is also worth noting that the as-obtained anodic oxides formed on copper are crystalline, while other anodic oxides, like titania or alumina, are amorphous. The formation of crystalline phases in anodic alumina or titania requires annealing after the anodization. [38] . Electrochemical Society, 1997. Due to the formation of two copper oxides and the formation of soluble coordination ions, the mechanism of copper anodization is much more complex than in the case of other oxides, like AAO. Gennero de Chiavlo et al. analyzed the oxidation of copper only to the Cu + oxidation state and, already at this stage, the occurring phenomena are complex [39] . According to the chemical reactions, first copper oxidizes and forms metastable CuOH on the Cu surface (1):
Next, cuprous hydroxide, CuOH, may react in two ways, either forming solid Cu2O (2):
Or bonding the hydroxyl group and forming water-soluble Cu2O2H − (3):
In an alkaline environment, Cu2O2H − may also transform easily into Cu2O2 2− , when OH − accepts a proton.
The cuprous oxide, under the influence of hydroxyl anions, may transform into the watersoluble Cu2O2 2− (4): [38] . Electrochemical Society, 1997. Due to the formation of two copper oxides and the formation of soluble coordination ions, the mechanism of copper anodization is much more complex than in the case of other oxides, like AAO. Gennero de Chiavlo et al. analyzed the oxidation of copper only to the Cu + oxidation state and, already at this stage, the occurring phenomena are complex [39] . According to the chemical reactions, first copper oxidizes and forms metastable CuOH on the Cu surface (1):
Next, cuprous hydroxide, CuOH, may react in two ways, either forming solid Cu 2 O (2):
Or bonding the hydroxyl group and forming water-soluble Cu 2 O 2 H − (3):
In an alkaline environment, 
Thus, the re-deposited copper may undergo the entire cycle of reactions again, starting from Reaction (1). According to Ambrose et al., and their voltammetric study of Cu in KOH, a water-soluble Cu(I) species may also be formed directly from Cu, due to the formation of a coordination anion (6) [40] :
However, according to Reference [40] , Cu 2 O may also be electrochemically formed by the following Reaction (7):
The mechanism becomes more complex when the formation of Cu(II) from metallic Cu and Cu(I) is considered. Copper may oxidize directly to the soluble species like the coordination anion (8) [40] : [40] . According to the fundamental work by Ambrose et al. [40] , at greater potentials Cu(II) may be directly formed by copper oxidation, according to the following reactions (10) and (11) As can be deduced, from the abovementioned consideration, copper may form various chemical products at various oxidation states when it is electrochemically oxidized. This is in opposition to the anodization of the majority of transition metals. For example, anodizing aluminum provides only Al 3+ species, namely Al 2 O 3 and in some cases AlO(OH). Therefore, numerous copper anodization products, as well as the much more complex mechanism of growth, provide new areas to explore.
Strategies of Copper Anodization
The passivation of copper, due to the abovementioned complexity, triggers numerous topics and needs for fundamental research. The easiest way to passivate electrochemically metal, that has not yet been explored in terms of anodization, is the application of a potentiostat with a three-electrode system, with which potentiostatic experiments in the passivity field are conducted according to Pourbaix diagram. Stępniowski et al. reported such a study on Cu passivation in 1 M aqueous solution of KOH [41] . The voltammetric study showed without any doubt two distinct oxidation peaks, at ca. −450 and −150 mV vs. Ag|AgCl, responsible for metallic copper oxidation to Cu + and Cu 2+ , respectively. Moreover, the morphology of the obtained oxides strongly depends on the applied potential: for low potentials, micron-sized cubes were formed, mainly made of cuprous oxide, while at −200 and −100 mV vs. Ag|AgCl, nanowires were grown that were composed of a mixture of cuprous and cupric oxide (Figure 2 ). Nevertheless, a photoluminescence study revealed the presence of CuO on the surfaces of all of the samples, shedding some light on the growth mechanism. This suggests, that oxidation first occurs from Cu • to Cu + and then, at the surface, Cu + oxidizes to Cu 2+ . This is in line with the above-described considerations of anodic oxides' growth on copper [40] . It is noteworthy that the formed nanowires grow gathered in bundles. For example, those obtained at −200 mV ( Figure 2C ) grew in bundles 72 ± 14 nm thick, while individual nanowires were 24 ± 5 nm thick. Those formed at −100 mV were gathered into bundles 90 ± 23 nm thick, while the individual nanowires were 19 ± 7 nm thick [41] . According to Allam and Grimes, the morphology of the grown oxide can be diverse, but it can be controlled by the operating conditions, including various additives to the electrolyte [42] . They applied a two-electrode system, using KOH with various salts as additives, in order to check the influence of the additives on the morphology of the formed oxide. It was found that nanoneedles formed in a pure aqueous solution of KOH (pH = 11), while an addition of halogen salts such as NH 4 F and NH 4 Cl allowed the formation of micrometric crystals rather than nanostructures ( Figure 3) .
Furthermore, anodizing in ethylene glycol containing KOH and NH 4 F also did not allow the achievement of nanostructures, like those anodized in an aqueous electrolyte. Leaf-like structures were obtained instead. Table 1 summarizes exemplary anodizing recipes in KOH-based electrolytes. Generally, anodization in aqueous KOH electrolytes results in the formation of nanoneedles [42, [45] [46] [47] , nanowires [41] , and nanorods [44] . Specifically, in copper anodization, nanoneedles are as long as nanowires but their diameter decreases close to their top, while nanowires have quite a uniform diameter along their length (nanorods are like nanowires, but with a much smaller aspect ratio). A wide range of the structures' diameter has been observed; while Stepniowski et al. reported the smallest nanowire diameter equal 19 nm [41] , Xiao et al. [46] reported the formation of nanoneedles with a diameter of 170 nm (up to 10 µm long) and the formation of nanoneedles 500-550 nm thick was reported by Wu et al. [47] . Thus, this shows that the anodization of copper provides the possibility to tune the morphology of the grown oxides in a wide range, making this technique competitive in comparison to others. Numerous other techniques have limitations in morphology control, while anodization allows to one obtain high-aspect ratio one-dimensional (1D) nanostructures within a wide range of diameter.
Generally, anodization in aqueous KOH electrolytes results in the formation of nanoneedles [42, [45] [46] [47] , nanowires [41] , and nanorods [44] . Specifically, in copper anodization, nanoneedles are as long as nanowires but their diameter decreases close to their top, while nanowires have quite a uniform diameter along their length (nanorods are like nanowires, but with a much smaller aspect ratio). A wide range of the structures' diameter has been observed; while Stepniowski et al. reported the smallest nanowire diameter equal 19 nm [41] , Xiao et al. [46] reported the formation of nanoneedles with a diameter of 170 nm (up to 10 µm long) and the formation of nanoneedles 500-550 nm thick was reported by Wu et al. [47] . Thus, this shows that the anodization of copper provides the possibility to tune the morphology of the grown oxides in a wide range, making this technique competitive in comparison to others. Numerous other techniques have limitations in morphology control, while anodization allows to one obtain high-aspect ratio one-dimensional (1D) nanostructures within a wide range of diameter. Additives, compounds added to the electrolytes, allow the modification of the morphology, as detailed in the abovementioned publication [42] . It is worth noting that recently a manufactured nanoporous material made of Cu2O, CuO, Cu(OH)2, and CuF2 was obtained with a pore diameter ranging from 6 to 15 nm [49] . Typically, the majority of the anodic oxides formed on copper are made of nanowires, nanoneedles, or nanorods. Nanoporous morphology is typical for oxides grown on other metals. Moreover, the pores formed via copper anodization have smaller diameters than the majority obtained by aluminum anodization. However, the ordering of the pores formed on copper is much poorer, compared to highly-ordered AAO. Nevertheless, the formation of porous oxide on copper confirms the vast variety of morphologies possible to obtain by anodization.
It is also worth noting that, analogous to aluminum anodization, and in the case of copper anodization, both potentiostatic and galvanostatic approaches are used. At a constant voltage (potentiostatic approach), the voltage resulting in the formation of anodic oxides in KOH-based solutions ranges from 4 to 30 V in two-electrode systems. When the galvanostatic approach is used, the current density ranges from 0.5 to 4.0 mA/cm 2 ( Table 1 ). Due to the alkaline hydrolysis, potassium oxalate was also successfully applied in copper anodization [43] , producing a microporous mixture of CuO and CuOx due to the appropriate pH of the applied electrolyte (compare to the Pourbaix Generally, anodization in aqueous KOH electrolytes results in the formation of nanoneedles [42, [45] [46] [47] , nanowires [41] , and nanorods [44] . Specifically, in copper anodization, nanoneedles are as long as nanowires but their diameter decreases close to their top, while nanowires have quite a uniform diameter along their length (nanorods are like nanowires, but with a much smaller aspect ratio). A wide range of the structures' diameter has been observed; while Stepniowski et al. reported the smallest nanowire diameter equal 19 nm [41] , Xiao et al. [46] reported the formation of nanoneedles with a diameter of 170 nm (up to 10 µm long) and the formation of nanoneedles 500-550 nm thick was reported by Wu et al. [47] . Thus, this shows that the anodization of copper provides the possibility to tune the morphology of the grown oxides in a wide range, making this technique competitive in comparison to others. Numerous other techniques have limitations in morphology control, while anodization allows to one obtain high-aspect ratio one-dimensional (1D) nanostructures within a wide range of diameter. Additives, compounds added to the electrolytes, allow the modification of the morphology, as detailed in the abovementioned publication [42] . It is worth noting that recently a manufactured nanoporous material made of Cu2O, CuO, Cu(OH)2, and CuF2 was obtained with a pore diameter ranging from 6 to 15 nm [49] . Typically, the majority of the anodic oxides formed on copper are made of nanowires, nanoneedles, or nanorods. Nanoporous morphology is typical for oxides grown on other metals. Moreover, the pores formed via copper anodization have smaller diameters than the majority obtained by aluminum anodization. However, the ordering of the pores formed on copper is much poorer, compared to highly-ordered AAO. Nevertheless, the formation of porous oxide on copper confirms the vast variety of morphologies possible to obtain by anodization.
It is also worth noting that, analogous to aluminum anodization, and in the case of copper anodization, both potentiostatic and galvanostatic approaches are used. At a constant voltage (potentiostatic approach), the voltage resulting in the formation of anodic oxides in KOH-based solutions ranges from 4 to 30 V in two-electrode systems. When the galvanostatic approach is used, the current density ranges from 0.5 to 4.0 mA/cm 2 (Table 1) . Due to the alkaline hydrolysis, potassium oxalate was also successfully applied in copper anodization [43] , producing a microporous mixture of CuO and CuOx due to the appropriate pH of the applied electrolyte (compare to the Pourbaix Additives, compounds added to the electrolytes, allow the modification of the morphology, as detailed in the abovementioned publication [42] . It is worth noting that recently a manufactured nanoporous material made of Cu 2 O, CuO, Cu(OH) 2 , and CuF 2 was obtained with a pore diameter ranging from 6 to 15 nm [49] . Typically, the majority of the anodic oxides formed on copper are made of nanowires, nanoneedles, or nanorods. Nanoporous morphology is typical for oxides grown on other metals. Moreover, the pores formed via copper anodization have smaller diameters than the majority obtained by aluminum anodization. However, the ordering of the pores formed on copper is much poorer, compared to highly-ordered AAO. Nevertheless, the formation of porous oxide on copper confirms the vast variety of morphologies possible to obtain by anodization.
It is also worth noting that, analogous to aluminum anodization, and in the case of copper anodization, both potentiostatic and galvanostatic approaches are used. At a constant voltage (potentiostatic approach), the voltage resulting in the formation of anodic oxides in KOH-based solutions ranges from 4 to 30 V in two-electrode systems. When the galvanostatic approach is used, the current density ranges from 0.5 to 4.0 mA/cm 2 ( Table 1) . Due to the alkaline hydrolysis, potassium oxalate was also successfully applied in copper anodization [43] , producing a microporous mixture of CuO and CuO x due to the appropriate pH of the applied electrolyte (compare to the Pourbaix diagram, Figure 1 ). Thus, this shows there is still much to explore in the anodization of copper. THe Pourbaix diagram shows numerous opportunities for copper anodization at a more ambient pH. Carbonates and bicarbonates of alkali metals would be ideal for further fundamental research in this field.
Wu et al. recently reported the behavior of copper in 0.1 M NaOH during cyclic voltammetry scans. According to their findings, copper in NaOH oxidizes in a few stages: at low potentials, Cu 2 O is first formed, then Cu 2 O at the surface is oxidized to CuO, and finally, Cu(OH) 2 forms the outer layer of the oxide structures [50] . These findings are analogous to the recent results for Cu oxidation in 1 M KOH [41] and they are also in line with the Pourbaix diagram, where at lower potentials copper oxidized to Cu 2 O and then, at greater potentials, oxidized to CuO (Figure 1 ). Anodization in NaOH-based solutions also allows the formation of various nanostructures. The most desired nanostructures are nanoneedles and nanowires, due to their high surface area, like those formed in 1 M NaOH (Figure 4) . Table 2 summarizes the recipes for copper anodization in NaOH-based solutions. diagram, Figure 1 ). Thus, this shows there is still much to explore in the anodization of copper. THe Pourbaix diagram shows numerous opportunities for copper anodization at a more ambient pH.
Carbonates and bicarbonates of alkali metals would be ideal for further fundamental research in this field. Wu et al. recently reported the behavior of copper in 0.1 M NaOH during cyclic voltammetry scans. According to their findings, copper in NaOH oxidizes in a few stages: at low potentials, Cu2O is first formed, then Cu2O at the surface is oxidized to CuO, and finally, Cu(OH)2 forms the outer layer of the oxide structures [50] . These findings are analogous to the recent results for Cu oxidation in 1 M KOH [41] and they are also in line with the Pourbaix diagram, where at lower potentials copper oxidized to Cu2O and then, at greater potentials, oxidized to CuO (Figure 1 ). Anodization in NaOHbased solutions also allows the formation of various nanostructures. The most desired nanostructures are nanoneedles and nanowires, due to their high surface area, like those formed in 1 M NaOH (Figure 4) . Table 2 summarizes the recipes for copper anodization in NaOH-based solutions. According to Table 2 , it is apparent that various approaches were tested to grow anodic oxides on Cu in NaOH-based electrolytes. Here also the three-electrode approach using cyclic voltammetry [50, 53] or constant potential [51, 55, 57] was applied. In a two-electrode approach, galvanostatic anodizing was applied with current densities in the range of 0.06 mA/cm 2 [52] up to 5 mA/cm 2 [54, 58] . The concentration of NaOH in the applied electrolyte was used in the range from 0.1 [50, 51] to 3.0 M [54] , but also in this case, various additives were used to grow the nanostructured oxides, namely: NaCl with ethylene glycol [56] , NaClO 2 in order to enhance oxidation [57] , and NH 4 Cl [58] . The application of sodium hydroxide-based electrolytes allowed the achievement of oxides with various morphologies, such as nanoparticles [51, 53, 55] , nanowires [52, 54] , dendrites [53] , nanoneedles [50] , and nanosheets [56] . Also in this case, copper anodization offered a wide range of nanoneedle diameters and a high aspect ratio, overcoming the limitations of other techniques ( Table 2) .
In further applications, especially in physical ones such as photovoltaics, chemical cleanness is crucial. Unfortunately, in the majority of the research, detailed chemical composition analyses, mainly X-ray photoelectron spectroscopy (XPS), have revealed the simultaneous presence of Cu 2 O, CuO, or even Cu(OH) 2 in the grown nanostructures [56] [57] [58] 
Another involved the annealing of the anodized samples in hydrogen at 280 • C (15):
And the third involved a reaction with glucose (used in electrochemical glucose sensing) that allowed the reduction of Cu(OH) 2 to Cu 2 O (16):
The obtained cuprous oxide had improved ability in photocatalytic oxygen generation from water, although the best results (the most efficient oxygen production) were achieved with the samples treated with hydrogen peroxide. This means that the reduction of copper from Cu(II) to Cu(I) was the most efficient. Therefore, the nanostructures obtained by Cu anodization can be chemically reduced, forming high-surface area material made of Cu 2 O. Such numerous options of cuprous oxide as well as cupric oxide nanostructuring allow researchers to apply these nanostructures in various devices.
Properties and Applications of Anodic Nanostructures Grown on Copper
The high surface area and chemical composition that could be tailored via anodization encouraged scientists to apply these materials in areas such as tunable contact angle surfaces, sensing, and renewable energy harvesting.
As mentioned above, the copper species formed via anodization are at various oxidation states. Also, chemical post-treatments can be applied to oxidize or reduce the formed nanostructures. Thus, they can form redox couples with various chemical compounds, providing reactions that can be electrochemically sensed. One such reaction is glucose oxidation to gluconic or glucuronic acid (see Equation (16)). However, the C-C bonds in glucose may undergo dissociation during the electrochemical oxidation and form shorter products like formats, or even carbonates. Simultaneously, active surface Cu(III) species are reduced to Cu(II) [43] . Satheesh Babu and Ramachandran anodized Cu in potassium oxalate in order to obtain an electrochemical glucose sensor [43] . This allowed the formation of CuO with a developed surface area, which is desired in sensing applications. Applied potassium oxalate solution as the electrolyte allowed the incorporation of oxalates into the CuO, in the form of Cu(II) oxalate. This in situ doping approach has already been intensively researched for other anodic oxides, like alumina [37] . However, it was shown in this work [43] that the in situ doping of CuO is also possible and beneficial for sensing applications. The electrochemical sensor made of Cu coated with CuO and copper oxalate was found to have a sensitivity as high as 1.89 mA·mM −1 ·cm −2 with a detection limit equal to 50 nM. Additionally, the sensor was found to work in the presence of other interfering compounds like ascorbic acid and uric acid, as well as in samples of human blood serum, confirming its outstanding selectivity towards glucose.
Due to the developed surface area and diverse morphologies of the formed anodic films, the modification of the wetting of the surface can be provided by copper anodization. There are two main approaches describing the behavior of liquids on surfaces with nanostructures on the top (and mixed approaches as well): Wenzel's approach, in which the nanostructures are deeply penetrated by the liquid, and Cassie-Baxter's method, in which the liquid does not penetrate the nanostructures and air remains trapped inside them. According to Jiang et al., the nanostructures grown via copper anodization are in the Cassie-Baxter state [52] . They anodized copper in 1 M NaOH (Table 2 ) and obtained Cu(OH) 2 nanowires that were hydrophilic (wetting contact angle was 4.5 • and 0 • for water and CH 2 I 2 , respectively). Due to the provided modification of the surface with the chemical bonding of FAS-17 (2H,2H-Perfluorodecyltriethoxysilane), the contact angle increased significantly to 154 • and 133 • for water and CH 2 I 2 , respectively [52] . FAS-17-modified CuO nanostructures were also used to research anti-corrosion applications of the as-formed hydrophobic coating. Xiao et al. reported the formation of CuO nanoneedles in KOH that were 7-10 µm long and ca. 170 nm in diameter (Table 1 ) ( Figure 5A ,B) [46] . Post-treatment with FAS-17 allowed the increase of the wetting water contact angle up to 169 • , providing superhydrophobicity ( Figure 5C,D) . Furthermore, the limited contact between the surface and surrounding liquid environment (Cassie-Baxter state) hinders galvanic coupling with the material underneath, consequently improving the corrosion performance. After Cu anodization for 40 min in 2 M KOH at 2 mA·cm −2 at 15 • C, the corrosion potential increased from −254 to −212 mV, while the corrosion current density recorded in 3.5% NaCl decreased from 19.58 µA·cm −2 to 9.11 µA·cm −2 [46] . Further surface chemical modification by FAS-17 bonding increased the hydrophobicity and consequently increased the corrosion potential to −124 mV and decreased corrosion current to 0.66 µA·cm −2 . After one week of immersion in 3.5% NaCl, the corrosion performance of the anodized and chemically modified copper remained satisfactory: the corrosion current density was then 0.99 µA·cm −2 and the corrosion potential was −134 mV ( Figure 5E,F) . Thus, morphologically and chemically generated hydrophobicity could hinder the charge transfer at the electrolyte-sample interface, as confirmed by electrochemical impedance spectroscopy (EIS)-derived charge transfer resistance, which was 2.47 kΩ·cm 2 for anodized and modified samples vs. 0.25 kΩ·cm 2 for pristine Cu and 0.44 kΩ·cm 2 for the only anodized surface.
Another application, using the superhydrophobic effect admitted to the morphology of anodic oxides grown on copper, employs a pH-responsive water permeation mesh [45] . Cu(OH) 2 nanoneedles formed in KOH (see Table 1 and Figure 6A -C) were coated with gold and then thiols, HS(CH 2 ) 9 CH 3 and HS(CH 2 ) 10 COOH, were chemically bonded to the surface. At a low pH, such a nanostructured mesh had a contact angle equal 153 • , which did not allow water to pass through the mesh ( Figure 6D ). However, increasing pH to 12 significantly decreased the contact angle (ca. 8 • ) and consequently the mesh was permeable to water [43] . What is even more interesting, the pH-response time was about 3 s. Moreover, this system was reversible and switching the pH allowed one to switch contact angle and, consequently, the permeability. It is also important to note that the starting material had a complex geometry in the micro scale (mesh) and it was successfully anodized. Therefore, this paper shows that samples with sophisticated morphology can be anodized, providing cuprous and cupric oxide nanostructures on the surface. Typically, when Al or Ti are anodized, the starting material samples are plates or rods. Very often, due to the complex geometry of the metallic substrate, anodization is impossible because the anodic dissolution of metals occurs at the exposed edges of the sample. Reporting the anodization of Cu mesh enables numerous opportunities in other applications, where already the starting material must have complex geometry, but formation of surface nanostructures would be beneficial and in-demand. One of the applications in which cupric oxide nanostructures formed via anodization may bring significant input is renewable energy harvesting [59] . Cu2O (a p-type semiconductor) coupled with ZnO (an n-type semiconductor) can be used as an efficient hetero-junction photovoltaic cell. However, so far only around a 6% power conversion efficiency (PCE) of Cu2O-based photovoltaic cells has been reported, versus 23% of the theoretical PCE value [59] . Numerous nanostructuring approaches, including the above-discussed anodization, may bring progress in the PCE. Due to the electronic structure of Cu2O and CuO, nanostructures obtained by copper anodization will find applications in renewable fuel generation, namely in photoelectrochemical (PEC) water splitting. The semiconducting photocathode has a suitable band gap for water splitting reactions, which is within the band gap of Cu2O and CuO. Figure 6 . SEM images of Cu mesh subjected to anodization in 2 M KOH at 1.5 mA·cm −2 (A-C) and water permeation performance after anodization, Au sputtering, and functionalization with thiols (E,F); water droplet size was 4 µL (D,E) and pH was 2 (D) and 12 (E). Reproduced with permission from [45] . American Chemical Society, 2012. One of the applications in which cupric oxide nanostructures formed via anodization may bring significant input is renewable energy harvesting [59] . Cu2O (a p-type semiconductor) coupled with ZnO (an n-type semiconductor) can be used as an efficient hetero-junction photovoltaic cell. However, so far only around a 6% power conversion efficiency (PCE) of Cu2O-based photovoltaic cells has been reported, versus 23% of the theoretical PCE value [59] . Numerous nanostructuring approaches, including the above-discussed anodization, may bring progress in the PCE. Due to the electronic structure of Cu2O and CuO, nanostructures obtained by copper anodization will find applications in renewable fuel generation, namely in photoelectrochemical (PEC) water splitting. The semiconducting photocathode has a suitable band gap for water splitting reactions, which is within the band gap of Cu2O and CuO. . SEM images of Cu mesh subjected to anodization in 2 M KOH at 1.5 mA·cm −2 (A-C) and water permeation performance after anodization, Au sputtering, and functionalization with thiols (E,F); water droplet size was 4 µL (D,E) and pH was 2 (D) and 12 (E). Reproduced with permission from [45] . American Chemical Society, 2012.
One of the applications in which cupric oxide nanostructures formed via anodization may bring significant input is renewable energy harvesting [59] . Cu 2 O (a p-type semiconductor) coupled with ZnO (an n-type semiconductor) can be used as an efficient hetero-junction photovoltaic cell. However, so far only around a 6% power conversion efficiency (PCE) of Cu 2 O-based photovoltaic cells has been reported, versus 23% of the theoretical PCE value [59] . Numerous nanostructuring approaches, including the above-discussed anodization, may bring progress in the PCE. Due to the electronic structure of Cu 2 O and CuO, nanostructures obtained by copper anodization will find applications in renewable fuel generation, namely in photoelectrochemical (PEC) water splitting. The semiconducting photocathode has a suitable band gap for water splitting reactions, which is within the band gap of Cu 2 O and CuO.
It is important to note that the band gap of CuO is smaller than that of Cu 2 O; moreover, both the valence and conduction bands of CuO are lower than those of Cu 2 O. Briefly, after the excitation of the photocathode made of Cu 2 O-CuO film, when the excited electron will exceed the band gap of Cu 2 O, it can reduce its energy down to the conduction band of CuO and by further reduction cause the decomposition of water, generating gaseous hydrogen and oxygen. Nevertheless, one should be aware that corrosive reactions, like Cu 2 O or CuO reduction, may occur as well, affecting the performance of the photocatalyst over time. Zhang et al. reported an extensive study on copper anodization for photoelectrochemical water splitting [56] . They investigated a few strategies of copper anodization, employing various current densities and post-treatments such as post-annealing, causing calcinations and improving the crystallinity of the formed nanoneedles ( Table 2 Photocatalytic oxygen generation is another method of renewable energy harvesting, enabling the storage of energy. In order to generate oxygen from water, photo-generated holes have to recombine on the surface of the catalyst, according to Equation (17) [58]:
This reaction lays in the band gap of Cu 2 O, thus nanostructures formed by Cu anodization are also suitable for this application. However, in contrast to PEC water splitting, in this case the presence of CuO would affect the yield of the reaction. Thus, the authors [58] worked out three various approaches to reduce Cu(II) to Cu(I), mentioned in the previous section (Equations (14) - (16)). According to the authors, the oxygen generation reaction occured efficiently due to the contact of metallic Cu with Cu 2 O, as it allowed the rapid acceptance of electrons generated by metal, with a simultaneous rapid conversion of holes on the catalysts' surface. Thus, the formation of charge imbalance was hindered due to this junction. Among three post-treatment methods, hydrolysis with hydrogen peroxide obtained the greatest oxygen production yield, providing 233.27 µmol from 1 mg of catalyst in 8 h of its performance, while methods obtained results below 185 µmol of O 2 [58] .
On the other hand, the post-treatment of the grown anodic oxides with KMnO 4 was reported by Arurault et al. [57] . This enabled the oxidization of the grown anodic film to CuO and Cu 3 O 2 . The highly-developed surface area combined with the chemical composition increased solar light absorption. Thus, it was demonstrated that anodic oxides grown on copper are suitable for solar cell applications.
A brief review of anodic oxides grown on copper with their applications is presented in Table 3 . It leads to the conclusion that the major applications of anodic oxides grown on copper result from their chemical composition and nanostructured morphology. However, most applications are reported for anodic oxides in the form of nanoneedles. This form of nanostructure provides high-surface area for photocatalytic reactions high wetting contact angle (after functionalization), and high sensitivity. On the other hand, there are numerous competitive chemical techniques, like precipitation, sol-gel, or hydrothermal synthesis, but 1D nanostructures obtained with those methods have much smaller aspect ratios. Moreover, the chemical syntheses are multistep processes. Additionally, some of the steps take tens of hours to complete. Template-assisted techniques that also employ atomic layer deposition (ALD) may provide high aspect ratio 1D nanostructures made of cuprous and cupric oxides; however, these methods are also multistep (the formation of template also must be taken into account) and employ expensive tools (ALD).
Therefore, the self-organized anodization of copper, resulting in the formation of 1D nanostructures, may nowadays attract much more attention due to the offered solutions and potential applications of the nanostructures. Table 4 . Drawbacks of currently applied copper oxides nanostructuring methods vs. solutions offered by anodizing.
Fabrication Method Drawbacks of the Method Solution offered by Anodizing Reference

Hydrothermal synthesis
Small aspect ratio of one-dimensioanl (1D) nanostructures; requires a few steps of synthesis High aspect ratio of 1D nanostructures can be easily achieved by lengthening the time of anodization; facile, easy-to-scale-up two-step synthesis (electropolishing + anodizing) [35, 36] Atomic layer deposition
Requires templates and expensive equipment to grow 1D nanostructures Method based on easy to scale-up self-organization; inexpensive, electrochemical method [35, 36] Solution-based chemical precipitation Small aspect ratio of 1D nanostructures Relatively high aspect ratio (see Tables 1 and 2 ) [35, 36] Template techniques (i.e., Anodic Aluminum
Oxide, AAO and subsequent deposition) Numerous steps of synthesis (formation of template, deposition, removal of the template)
An easy-to-conduct, two-step synthesis (electropolishing + anodizing) [59] Sol-gel techniques Multistep process, time-consuming method Anodization can be minutes long, in order to achieve a surface covered by oxide nanoneedles [60] 
Conclusions and Challenges
The self-organized anodization of copper allows one to obtain anodic oxides with various morphologies, including nanoneedles, nanowires, or even nanoporous structures. Furthermore, the chemical composition of the formed nanostructures can be varied using appropriate experimental conditions in anodizing and various post-treatment procedures. The literature reveals that nanostructured oxides grown on copper can contribute to glucose sensing in the presence of interfering compounds and in human blood serum. Furthermore, the nanoneedles grown by copper anodization are capable of forming superhydrophobic surfaces, including smart, pH-responsive permeation systems. Copper anodization also contributes to renewable energy harvesting research: it enables the photocatalytic decomposition of water to hydrogen and oxygen. When the photocatalyst is made of a Cu 2 O-CuO mixture, it can generate oxygen from water.
The current state-of-the art review also revealed numerous challenges in copper anodization:
1.
There are challenges in the formation of anodic copper oxides: generally, only KOH-and NaOH-based electrolytes were used for anodizing. The Pourbaix diagram revealed many more opportunities. Thus, electrolytes in a pH range from ca. 7 to 11 could provide different morphologies and more uniform chemical compositions. Potassium oxalate, used as an anodizing electrolyte, shows that there is still much to explore in this field.
2.
A full systemic study of the influence of the operating conditions (type of the electrolyte, voltage, time, temperature) on the morphology of the grown nanostructures has not yet been reported, though this would be beneficial for all researchers working in the field of applications of copper and cuprous oxide nanostructures. In this field, the formation of nanostructures via anodization with a diameter smaller than ca. 7 nm, in order to observe a significant QC effect, would be also challenging.
3.
There is also a demand to quantify the chemical composition of the grown nanostructures versus the operating conditions of anodization. It would be beneficial from both a fundamental point of view (understanding the mechanism of growth with hard, experimental data) and for applications in which chemical purity is crucial, such as photovoltaics. 4 .
In contrast to all anodic oxides, nanostructures grown by copper electrochemical oxidation are crystalline. From a fundamental point of view, investigating the crystal orientation would be important, so as to determine whether the anodization of a planar sample, in a constant electric field, induces the growth of oriented, crystalline nanowires and nanoneedles.
In summary, anodization, a relatively novel approach in copper oxides nanoengineering, allows one to obtain a variety of morphologies, thus contributing to state-of-the-art emerging applications.
